








Product Showcase:

Versatile and Highly Expandable Embedded Computers — The eBOX Product Series

eBOX565-500-FL — Highly expandable, industrial-grade embedded

computer system

e Scalable CPU options with 6th Generation Intel® Core™ i5-6300U (2.4

GHz) or Celeron® 3955U processors

e Front-facing I/O additional interface port for extensive expansion options

¢ Flexible power options with wide voltage range 9-36VDC power input

e Extensive storage options with 260-pin DDR4-2133 SO-DIMM supports
max. up to 16GB

Transportation-certified Fanless, Robust Embedded Computers — The tBOX Product Series

tBOX500 — High performance, top-of-the-line, onboard transportation

surveillance computer

e Scalable CPU options with onboard 7th Generation Intel® Core™ i7/i5/i3
or Celeron® processors

e Certified for vehicle, railway and marine industry applications with
eMark, ISO7637-2, DNV 2.4, EN50155, EN50121 and IEC60945

e Modularized design for flexibility with up to eight M12 PoE ports, eight
Gigabit LAN ports, eight COM ports, and 16 channel DIO

e Operational stability with extended operating temperature range of
-40°C to +70°C (-40°F to +158°F)

High Quality, Comprehensive Touch Panel PCs — the GOT Product Series

GOT812L(H)-880 — Ruggedized Waterproof Stainless Steel Touch Panel PC
with High Brightness

¢ High brightness up to 800 nits fanless 12.1” XGA TFT LCD touch panel PC
with 5-wire resistive capacitive touch or PCT

¢ High performance Intel® Core™ i5 4300U processor (1.9 GHz)

e Designed to withstand harsh environments with IP66/IP69K (NEMA4X)
rated water/dust/corrosion-proof design and grade 316 stainless steel
enclosure

e M12 type connectors for DC power, USB, Ethernet, and COM ports



Powerful, Feature-rich Embedded Motherboards — the Pico-ITX Product Series

PICO500 — High performance and highly customizable Pico-ITX SBC

e Scalable CPU options with 6th Generation Intel® Core™ i7/i5/i3 or
Celeron® processors

e Delivers Ultra HD visual experiences through an integrated Intel® HD
graphic engine to support HDMI and 18/24-bit single/dual channel LVDS

e Rich I/0 options with flexible board-to-board connector for one HD
audio port, four USB 3.0 ports, one PCle x1, one DDI, and two UART
interfaces

¢ Easy remote management and maintenance with Intel® AMT 11.0 on

Intel® Core™ i7 and i5



