





Selection Guide

Form Factor

Processor

Ethernet (default)

Ethernet (max.)
LAN Bypass

LAN Module

CompactFlash™/
CFast™/mSATA

Expansion Interface

Network
Interface

Storage

Operating Temperature

LCD Module

0S Support

Dimensions (H x W x D)

Certifications
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1U, 19" Rackmount

LGA1151 Socket 8th/9th gen Intel® Core™/Xeon® E-2100
Series processor (Coffee Lake/Coffee lake refresh)

Intel® C246
AMI SPI Flash BIOS
DDR4-2666

Up to 64GB non-ECC/ECC

4 x 288-pin U-DIMM

2x10/100/1000 Mbps (Intel® 1210-AT)

34

Depends on LAN modules
4 x NIC slot

2x2.5" SATAHDD
1x mSATA

2xUSB 2.0
1x RJ45
Pin header

270W ATX power or 300W 1U redundant (optional)
N/A

270W ATX power:
0°C to +45°C (+32°F to +113°F)
300W 1U redundant:
0°C to +40°C (+32°F to +104°F)

Yes
Linux Kernel

44 x 430 x 450 mm
(1.73" x 16.92" x 17.7")

CE,FCC

Features\Models NA591 NA590

1U, 19" Rackmount

LGA1151 Socket 8th gen Intel® Core™/Xeon® E-2100 Series
processor (Coffee Lake)

Intel® C246/H310
AMI SPI Flash BIOS
DDR4-2666
Up to 64GB non-ECC/ECC

Intel® H310: 2 x 288-pin U-DIMM
Intel® C246: 4 x 288-pin U-DIMM

Intel® H310: 6 x 10/100/1000 Mbps (Intel® 1210-AT)
Intel® C246: 8 x 10/100/1000 Mbps (Intel® 1210-AT)

26
2 pairs

Intel® C246: 2 x NIC slot
Intel® H310: 1 x NIC slot

2x2.5" SATAHDD or 1 x 3.5" SATA HDD (optional)

1x mSATA

2xUSB3.0
8 x RJ45
Pin header
270W ATX or 300W 1U redundant (optional)

1x PCle x8
(Intel® C246 only)

270W ATX power:
0°C to +45°C (+32°F to +113°F)
300W 1U redundant:
0°C to +40°C (+32°F to +104°F)

Yes

Linux Kernel

44 x 430 x 450 mm
(1.73"x 16.92" x 17.7")

CE, FCC



1U, 19" Rackmount

Intel® Xeon® processor D-1527/

Pentium® processor D1508 onboard (Broadwell-DE)

SoC Integrated
AMI SPI Flash BIOS
DDR4-2133

Up to 128GB non-ECC/ECC

4 x 288-pin R-DIMM/U-DIMM

8x 10/100/1000 Mbps (Intel® 1210-AT)

2 x 10 GbE SFP+

26

2 pairs

2 x NIC slot (optional)

2x2.5" SATAHDD

1x mSATA

2xUSB 3.0

8x RJ45 + 2 x SFP+

Pin header

270W ATX or 280W 1U redundant (optional)

1 x PCle x8 (optional)

0°C to +45°C (+32°F to +113°F)

Yes

Linux Kernel

44 x 430%x 391 mm
(1.73" x 16.93" x 15.39")

CE,FCC

DIN-rail

LGA1151 Intel® Xeon® processor
(Coffee Lake)

Intel® C246
AMI SPI Flash BIOS
DDR4-2666

Up to 32GB non-ECC/ECC

2 x 288-pin U-DIMM

16 x GbE L2 managed switch

1 (share with IPMI)

N/A

N/A

2x2.5" SATA 3.0 HDD/SSD

1x SATADOM

2xUSB 3.0
1x RJ45
Yes

24V DC

1 x PCle x8 MXM for GPU card (optional)

with GPU Card:
0°C to +45°C (+32°F to +113°F)
without GPU Card:
0°C to +60°C (+32°F to +140°F)

N/A

Win 10, Linux,
Intel® OpenVINO

176 x 200 x 235 mm
(7.01" x 7.87" x 9.25")

CE, FCC
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“ AXIOMTEK

Axiomtek Co., Ltd (HQ)

8F., No.55, Nanxing Road, Xizhi District,
New Taipei City 221, Taiwan

T/ +886-2-8646-2111
F/ +886-2-8646-2555
E/ info@axiomtek.com.tw

Axiomtek (Malaysia) Sdn. Bhd.
No 16, Jalan Tandang 51/205A,

Seksyen 51, 46050 Petaling Jaya, Selangor,

Malaysia

T/ +603-77733908
F/ +603-77733873
E/ info@axiomtek.com.my

Axiomtek

18138 Rowland Street, City of Industry,
CA 91748, USA

T/ +1-626-581-3232

F/ +1-626-581-3552

E/ info@axiomtek.com
sales@axiomtek.com

Axiomtek Deutschland GmbH

Hans-Bockler-Str. 10,
40764 Langenfeld, Germany

T/ +49-2173-399360
F/ +49-2173-3993636
E/ sales@axiomtek.eu
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Axiomtek Technology Co., Ltd

10F, Block B, Build 6 (Baohui Building),
Baoneng Science & Technology Park,
No.1, Qingxiang Road, Longhua New
District, Shenzhen 518109, P.R. China

T/ +86-0755-66865899

F/ +86-0755-66863068
E/ axcn@axiomtek.com.cn

Axiomtek (Thailand) Co., Ltd.

7/17 Moo 6, Tumbol Banmai,
Amphur Pakkret, Nonthaburi,
Thailand 11120

T/ +662-573-4725
F/ +662-573-4726
E/ sales@axiomtek.co.th

Regional Sales Office

T/ +1-626-581-3232

Western Region ext. 116
Northeast/Southeast Region ext. 123
North Central Region ext. 189

Axiomtek UK Limited

Office 18, 2 Mount Street, Manchester,
M2 5WQ, UK

T/ +44-(0)-7767271699
E/ wen@axiomtek.com.tw

Axiomtek Japan Co., Ltd.

Room 305, 1-chome-9-5 Kanda
Awajicho, Chiyoda City, Tokyo
101-0063, Japan

T/ +81-(0)3-6206-0308
E/ info@axiomtek.co.jp

Axiomtek Systems

300 Griffin Brook Drive, Methuen,
MA 01844, USA

T/ +1-978-258-0108
E/ sales@axiomteksystems.com

Axiomtek ITALIAS.r.l.

Via Pavia, 21, 20835 Muggid (MB),
Italy

T/ +39-02-664299.1 r.a.

F/ +39-02-66400279
E/ info@axiomtek.it



